
NOTE TO CATV SYSTEM INSTALLER:
This reminder is provided to call the CATV system installer's attention to Article
820-40 of the NEC that provides guidelines for proper grounding and, in particular,
specifies that the cable ground shall be connected to the grounding system
of the building, as close to the point of cable entry as practical.

WARNING: To prevent fire or shock hazard, do not expose this product to rain 
or moisture. This unit for indoor use only.

Notice: The changes or modifications not expressly approved by the party 
responsible for compliance could void the user’s authority to operate the equipment.

INTRODUCTION
Your ConnectAll 200 is designed to convert the separate audio and video signals
(from a DVD player, gaming console, or camcorder, for example) into VHF TV 
signals that you can view on a TV set.

THE FCC WANTS YOU TO KNOW
This device complies with Part 15 of FCC Rules. Operation is subject 
to the following conditions:

(1) This device may not cause harmful interference.

(2) This device must accept any interference received, including 
interference that may cause undesired operation.

Your ConnectAll 200 might cause TV or radio interference even when it is operating
properly. To determine whether your ConnectAll 200 is causing the interference,
turn it off. If the interference goes away, your ConnectAll 200 is causing it.

Try to eliminate the interference by:

• Moving your ConnectAll 200 away from the receiver

• Connecting your ConnectAll 200 to an outlet that is on a different 
electrical circuit from the receiver

• Contacting your local store for help

If you cannot eliminate the interference, the FCC requires that you stop using 
your ConnectAll 200. Changes or modifications not expressly approved 
by the party responsible for compliance could void the user's 
FCC authorization to operate this equipment.

REQUIRED PARTS
The following items (not supplied) are required to connect your ConnectAll 200 
to a video input source and your TV.

• If the video source’s audio output is stereo, you need one audio/video-shielded 
cable with three phono connectors at each end. If the video source’s audio output 
is monaural, you need one audio/video-shielded cable with two phono connectors 
at each end.

• Two 75-ohm coaxial cables with F-type connectors 

• A 75-ohm-to-300-ohm matching transformer, if your TV does not have a VHF 
75-ohm F-connector

Note: The audio signal will be modulated to mono, whether the video source 
is stereo or mono.

Note to the CATV System Installer: This reminder is provided to call the CATV 
system installer's attention to article 820-22 of the NEC that provides guidelines 
for proper grounding and, in particular, specifies that the cable ground shall 
be connected to the grounding system of the building, as close to the point 
of cable entry as is practical. 

LIMITED PRODUCT WARRANTY (U.S. ONLY)
Subject to the terms and conditions set forth herein, Monster LLC, 7251 Lake Mead Blvd West
3rd Fl, Las Vegas, NV 89128 USA. (“Monster”) promises you that from the original date 
of purchase from an authorized Monster dealer this product shall be free of defects in materials
and workmanship under normal use for one (1) year from the date of purchase. This warranty
is limited to repair or replacement of defective parts or, at the option of Monster, 
replacement of the entire unit.

This warranty extends only to you (the original individual purchaser) and can’t be transferred
or assigned. This warranty does not apply to any Monster product that has been damaged 
or rendered defective or inoperable: (a) as a result of accident, transportation, neglect, misuse
or abuse; (b) by the use of parts not manufactured or sold by Monster; (c) by alteration, tampering
or modification of the product; (d) use in violation of local, state or federal law, code or regulations
(including without limitation building and/or electrical codes); (e) use of the product without
proper electrical grounding; (f) use not in accordance with the recommendations and/or
instructions in the accompanying product materials; (g) maintenance or service of the Monster
product by anyone other than Monster employees or authorized service personnel; (h) as result
of a failure to provide a suitable installation environment including without limitation exposure
of the product to sun, water, wind, sand or any other contaminants; or (i) acts outside the
control of Monster, including without limitation war, riots, acts of terror, vandalism, theft,
obsolescence, depletion, erosion, or acts of God including without limitation, fire, storms,
earthquake or flood. This warranty is limited to only uses within a home or dwelling for the
personal use of the individual original individual purchaser. This warranty shall not apply 
to any other uses or applications of the Monster product including without limitation commercial 
or industrial uses or environments. This limited warranty shall be subrogated to any and all
other insurance policies of the claimant including without limitation homeowner’s insurance,
renter’s insurance, and home-buyer’s insurance. This limited warranty is subject to the
General Provisions and the Product Warranty Service section set forth below, 
and is valid only within the United States of America and its territories.

GENERAL PROVISIONS
Any technical or other advice offered before or after delivery with respect to the use and 
application of the product is furnished without charge and subject to the understanding that
such advice is issued at the purchaser’s sold risk without any limitation or modifications 
of any disclaimer or other provision contained herein.

THE ABOVE WARRANTIES ARE IN LIEU OF ALL OTHER WARRANTIES, EXPRESS 
OR IMPLIED OR STATUTORY, INCLUDING WITHOUT LIMITATION THE IMPLIED WARRANTIES
OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, OR NONINFRINGEMENT
OF THIRD PARTY RIGHTS AND ANY OTHER WARRANTY ARISING FROM COURSE OF DEALING
OR USAGE OF TRADE. NO ORAL OR WRITTEN INFORMATION OR ADVICE GIVEN BY MONSTER,
ITS AFFILIATES, DEALERS, DISTRIBUTORS, AGENTS OR EMPLOYEES SHALL IN ANY WAY
INCREASE THE SCOPE OF THIS WARRANTY. SOME STATES DO NOT ALLOW LIMITATIONS
ON IMPLIED WARRANTIES, SO THE ABOVE LIMITATION(S) MAY NOT APPLY TO YOU. 
IF APPLICABLE LAW PROHIBITS DISCLAIMERS OF ANY SUCH IMPLIED WARRANTIES,
THEN SUCH IMPLIED WARRANTIES SHALL BE LIMITED TO NINETY (90) DAYS OR THE 
MINIMUM AMOUNT OF TIME REQUIRED BY APPLICABLE LAW, WHICHEVER IS GREATER.
SOME STATES DO NOT ALLOW LIMITATIONS ON HOW LONG AN IMPLIED WARRANTY
LASTS, SO THE ABOVE LIMITATION(S) MAY NOT APPLY TO YOU.

IN NO EVENT SHALL MONSTER BE LIABLE FOR SPECIAL, INCIDENTAL, CONSEQUENTIAL, 
OR INDIRECT DAMAGES OF ANY KIND (INCLUDING DAMAGES FOR INTERRUPTION 
OF BUSINESS, PROCUREMENT OF SUBSTITUTE GOODS, LOSS OF DATA, LOSS OF SOFTWARE,
LOSS OF REVENUE OR PROFITS, OR THE LIKE) REGARDLESS OF THE FORM OF ACTION
WHETHER IN CONTRACT, TORT (INCLUDING NEGLIGENCE), STRICT PRODUCT LIABILITY
OR ANY OTHER LEGAL OR EQUITABLE THEORY EVEN IF MONSTER OR ITS AFFILIATES OR
LICENSORS HAVE BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES. IN NO EVENT
WILL MONSTER CABLE PRODUCTS, INC.’S OR ITS AFFILIATES’ AGGREGATE CUMULATIVE
LIABILITY FOR ANY CLAIMS ARISING OUT OF OR RELATED TO THIS WARRANTY EXCEED
THE MAXIMUM COST OR PAYMENT AS SPECIFIED IN THE SECTION BELOW, “MONSTER
PRODUCT WARRANTY DURATION AND LIMITS. THE WARRANTY DISCLAIMER AND LIMITED
LIABILITY ARE FUNDAMENTAL ELEMENTS OF THE BASIS OF THE BARGAIN BETWEEN 
MONSTER AND CUSTOMER. MONSTER HAS RELIED UPON THE DISCLAIMER AND 
LIMITATION OF LIABILITY AND WOULD NOT HAVE PROVIDED THE PRODUCT OR THIS
WARRANTY WITHOUT SUCH LIMITATIONS. MONSTER FURTHER DISCLAIMS ANY AND 
ALL OTHER PROMISES, REPRESENTATIONS, GUARANTEES AND WARRANTIES WITH
RESPECT TO THE NATURE AND QUALITY OF ANY OTHER PERFORMANCE BY IT OR ITS
PRODUCTS, EXCEPT AS EXPRESSLY SET FORTH IN THIS WARRANTY. SOME STATES 
DO NOT ALLOW THE EXCLUSION OR LIMITATION OF INCIDENTAL OR CONSEQUENTIAL
DAMAGES, OR OTHER TYPES OF DAMAGES SPECIFIED ABOVE, SO THE ABOVE LIMITATION(S)
MAY NOT APPLY TO YOU. THIS WARRANTY GIVES YOU SPECIFIC LEGAL RIGHTS, 
AND YOU MAY ALSO HAVE OTHER RIGHTS, WHICH VARY FROM STATE TO STATE.

PRODUCT WARRANTY SERVICE
How To Obtain Warranty Service
To make a claim under this warranty you must follow these instructions:

1) Call  1(877) 800-8989

2) Give a detailed explanation of the damage occurred

3) Obtain a Return Authorization Number

4) Return the products and components, shipping prepaid, to Monster for verification
of damage, along with a copy of your original sales receipts and proof of purchases
(UPC label) for such products, and print Return Authorization Number on the outside
of the return package. NOTE: Compensation for or restoration of data loss is not covered.

Register Your Product for Warranty Coverage at www.monstercable.com/warranty.
Registration is optional, but assists Monster in verifying warranty claims.

Ver. 032003
© 2003 Monster, LLC

CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT
REMOVE COVER (OR BACK). NO USER-SERVICEABLE PARTS

INSIDE REFER SERVICING TO QUALIFIED SERVICE PERSONNEL.
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ConnectAll 200
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S-Video Cable Audio Cables

BEST PERFORMANCE

CONNECTIONS
Follow these steps to hook up your ConnectAll 200.

1. If your video source is stereo, plug the connectors on one end of a stereo A/V
cable into the video and audio input jacks on the ConnectAll 200. Plug the 
connectors on the cable’s other end into the video and audio output jacks 
on the video source, using the color-coding on the connectors as a guide.

If your video source is mono, plug the connectors on one end of an A/V cable 
into the video and audio input jacks on the ConnectAll 200 (using either 
the AUDIO R or L jack). Plug the connectors on the other end into the video 
and audio jacks on the video source. Connect the 75-ohm coaxial cables 
to the ConnectAll 200 following these guidelines:

• If your video source has an S-video output, you can use an S-video cable 
to connect the S-video output of your video source to the S-video input 
of this ConnectAll 200.

• If your TV is already connected to another VHF input source (such as cable, 
an antenna, or a VCR), disconnect the VHF input source’s 75-ohm cable from 
the TV’s 75-ohm VHF/UHF terminal, and reconnect it to the ConnectAll 200’s 
ANT IN terminal. Then connect a 75-ohm coaxial cable between the TO TV
terminal on the ConnectAll 200 and the 75-ohm VHF/UHF terminal on your TV.

• If your TV is not already connected to another VHF source, connect a 75-ohm 
coaxial cable between to the TO TV terminal on the ConnectAll 200 
and the 75-ohm VHF/UHF terminal on your TV.

Note: If your TV has only 300-ohm VHF screw terminals, use 
a 75-ohm-to-300-ohm matching transformer to complete the connection.

2. Plug the ConnectAll 200’s power cord into a standard AC outlet.

OPERATION

1. Turn on the TV and set it to either Channel 3 or 4. Use the channel 
that is not used for regular broadcasts in your area.

2. Set the ConnectAll 200’s CHANNEL 3/4 switch to the same channel 
you set the TV (3 or 4).

3. Turn on the connected video source and set OHMS 75/1K on the ConnectAll 200 
to the position that gives the best picture. The video signal indicator lights 
up when the ConnectAll 200 is receiving a signal from an A/V source.

SPECIFICATIONS
Video Carrier Output Level …….…..........................................….…………..
RF Output Channel..……………..........................................…….…..………...
RF Output Impedance………...........................................…………….…….
Video Input Impedance……….........................….…..
Audio Input Impedance………............................................……..……..
TV to ANT Insertion Loss 50 - 806 MHz …............................…....................…..
Dimensions………………...................................…..

Weight …………………........................................……………….………

Specifications are typical; individual units might vary. Specifications are subject 
to change and improvement without notice.

69dBµV
3 or 4

75 Ohms
Switchable: 75 Ohms/1K Ohms

13±3K Ohms 
-2dB

513/16 x 31/16 x 17/16  inches
(148 x 78 x 37 mm)

1 lb 2.5 oz 
.524 kg

For the Best Possible Picture and Sound ™

© 2003 Monster, LLC 
7251 Lake Mead Blvd West 3rd Fl, Las Vegas, NV 89128 USA

Come Visit the Monsters at monstercable.com

rm 163085
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